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TTL
TTL
EDR
TTL 3x%<3 b5x5
TTL
IRIG-B IR1G-B / cin AVl
BMP PCX GIF TGA TIFF
LEAD JFIF JTIF RAW
RS232
IR1G-B
IEEE1394 L 12.5>11>25cm HWD
10/100
NTSC/PAL 3.2
2400 1S0/ASA 24VDC / 1.5Amp
600 1S0/ASA 1536MB /
1,000 PPS
16321200 0.8 800 -20 4 10 3
10 SR-CMOS /
PPS 12GB
1,000 PPS 1,000pps }gi;égo };”7;’
144,100 PPS 6.4 1632x480 2:527
6,400 1632x240 4,991
PPS 1200x1200 1,325
1200x480 3,279
2 4GB 1200x240 6,452
1 960x960 1,983
960x480 3,928
960x240 7,704
480x480 6,502
480x240 12,594
Wind 480x120 23,697
IEEE1394 Indows 480X60 42,373
10/100 IRIG- 240x240 18,450
240x120 33,784
RS232 240x60 57,803
1GB 144x144 35,122
144x96 48,431
144x48 77,979
96x96 53,671
96x48 84,631
96x32 104,778
48x48 92,524
48x32 112,714
48x16 144,175
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